
Alaris  (Carefusion)  IVAC
MedSystem  III  –  Models  2860,
2863, 2865
Standards:

UL 544CSA C22.0, No 125

Case Material:

Impact resistant polycarbonate/ABS alloy

Dimensions:

Height: 7.875 inches (20.00 centimeters)

Width: 6 inches 815.24 centimeters)

Depth: 2.10 inches (5.33 centimeters)

Weight: Approximately 5.1 lbs. (2.32 kg) includes Pole Clamp

Air-In-Line (Default):

500 µl except for Neonatal which is 50µl

Occlusion Pressure (Default):

15 psi except for Controller pressure device which is 3 ft H20

Operating Temperature:

50- 104º Fahrenheit (10º – 40º Celsius)

Storage Temperature:

<95º Fahrenheit (<35º Celsius) for optimum battery life

Maximum Storage Temperature:

https://triumphmed.com/shop/alaris-carefusion-ivac-medsystem-iii-models-2860-2863-2865/
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131º Fahrenheit (55º Celsius)

Rate Range:

0.1 – 999 milliliter per hour (each channel)

Volume Range:

0.1 – 999 milliliter (each channel)

KVO Rate Range:

0.1 – 20.0 milliliter per hour

System Accuracy:

±5%

Power Consumption:

6 watts AC power. Use only IVAC MedSystem III AC Adapter, Model 1550

Batteries:

Main – Rechargeable NiCad Battery Pack Memory

Back-up – Nonrechargeable Lithium

Battery charge:

A fully charged battery has a minimum of 6 hours running time with all channels
running at 125 milliliter per hour and backlighting usage of 2 minutes per hour.The
main battery retains 80% of its capacity after 500 charging Cycles, and retains
90% of its capacity after 3 months of Continuous AC charging.

AC Adapter & Cord Length:

Model 1550, 8.5 VDC @ 750 mA & 8.5 feet (2.59 meters)

AC Adapter Connector:

4 pin  locking  connector  is  standard  on  Model  2863.  Detachable  Connector  is
standard on Model 2860



Fuses:

3 amp fast-blow internal

Ground Continuity:

Maximum 0.1 ohm

Leakage Current:

Maximum 100 microamps

B. Braun Infusomat® Space
Infusomat® Space, Volumetric infusion pump

A small, stackable large volume infusion pump system for all care areas
that’s easy to transport.

Product Description

Type of unit

Volumetric infusion pump

Dimensions

214 x 68 x 124 mm (WxHxD)

Weight

Approx. 1.4 kg

https://triumphmed.com/shop/b-braun-infusomat-space/


Moisture Protection

IP 22, drip protected for horizontal usage

Display

Backlit graphic display, ~40° read angle from all sides

Keypad

Backlit keys, cell phone like cursor navigation

Flow Rates

0.1-1200 ml/h

Accuracy of Set Delivery Rate

<< ± 0,5 % mechanical accuracy
± 5 % according to IEC/EN 60601-2-24

Operating Temperature

+10° C … + 40° C
+50° F …. +105° F

Voltage

11-16 V DC supplied by external Space Power Supply or by SpaceStation

Battery Operating Time

Minimal power consumption of the devices and new battery technology ensure
long operating times, e.g. 9.4 hrs. @ 80 ml/h, 8.5 hrs. @ 100 ml/h

Lifetime



Min. 10 years under continuous duty conditions

CareFusion LTV 1000
CareFusion LTV 1000

Product Specifications

Benefits

Internal Turbine eliminates need for compressed air

Makes system portable and versatile

Variety of power options

Wall Power, Battery, or Automobile Adapter

Dimensions

BareWith Caps

Height3 inches (8 cm)3.25 inches (8.4 cm)

Width10 inches (25 cm)10.5 inches (27 cm)

Depth12 inches (30 cm)13.5 inches (38 cm)

Weight

Bare13.4 lbs (5.83 kg)

With Caps14.5 lbs (6.5 kg)

https://triumphmed.com/shop/carefusion-ltv-1000/


Power indicators

External power: Green(Full Power), Amber(Low Power)Charge status: Flashing
Amber(Pretest), Green(Charge Complete), Amber(Charging), Red(Charger or
Battery Fault)Battery level: Green(Acceptable), Amber(Low), Red(Critically Low)

Monitors and Indications

Peak inspiratory pressure:0 to 120 cmH2O

Mean airway pressure:0 to 99 cmH2O

PEEP:0 to 99 cmH2O

Total breath rate:0 to 250 bpm

Airway pressure display:-10 to 108 cmH2O

Inhale/Exhale ratio:99:1 to 1:99

Calculated peak flow:10 to 100 lpm

Patient effort:Green LED

Alarms

Disconnect/sense lineLow and lost external powerLow and empty internal
batteryVentilator inoperative Red LED, audible alarm

Apnea interval10 to 60 seconds

High pressure limit5 to 100 cmH2O

Low peak pressure Off1 to 60 cmH2O

Alarm volume60 to 80 dBA at 1 meter

Alarm silence/reset60 seconds



Power Cord

Biomed replaceable 2.75 m (9 ft)

Extended Features

NPPV (Non-Invasive Positive Pressure Ventilation) modeSIMVCPAPApnea back-up
ventilation

The LTV-Series of Ventilators all look, act, and, feel alike with the exception of
which controls and features are installed in each model.

The following list is unique to this model.

Pressure control

Volume control

Pressure support

Flow-Triggering

Inspiratory & Expiratory hold

Leak Compensation

integral 02 blender

02 flush

02 cylinder duration

high pressure & low Pressure 02 inlet

Multiple power source

Non-invasive ventilation



Click here for the User Manual

CareFusion LTV 1150
CareFusion LTV 1150

​

Product Specifications

Benefits

Internal Turbine eliminates need for compressed air

Makes system portable and versatile

Variety of power options

Wall Power, Battery, or Automobile Adapter

Dimensions

BareWith Caps

Height3 inches (8 cm)3.25 inches (8.4 cm)

Width10 inches (25 cm)10.5 inches (27 cm)

Depth12 inches (30 cm)13.5 inches (38 cm)

Weight

Bare13.4 lbs (5.83 kg)

With Caps14.5 lbs (6.5 kg)

Power indicators

http://docs.wixstatic.com/ugd/5f22b7_6961fc07cd614bcda3a6c113677d2940.pdf
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External power: Green(Full Power), Amber(Low Power)Charge status: Flashing
Amber(Pretest), Green(Charge Complete), Amber(Charging), Red(Charger or
Battery Fault)Battery level: Green(Acceptable), Amber(Low), Red(Critically Low)

Monitors and Indications

Peak inspiratory pressure:0 to 120 cmH2O

Mean airway pressure:0 to 99 cmH2O

PEEP:0 to 99 cmH2O

Total breath rate:0 to 250 bpm

Airway pressure display:-10 to 108 cmH2O

Inhale/Exhale ratio:99:1 to 1:99

Calculated peak flow:10 to 100 lpm

Patient effort:Green LED

Alarms

Disconnect/sense lineLow and lost external powerLow and empty internal
batteryVentilator inoperative Red LED, audible alarm

Apnea interval10 to 60 seconds

High pressure limit5 to 100 cmH2O

Low peak pressure Off1 to 60 cmH2O

Alarm volume60 to 80 dBA at 1 meter

Alarm silence/reset60 seconds

Power Cord

Biomed replaceable 2.75 m (9 ft)

Extended Features



NPPV (Non-Invasive Positive Pressure Ventilation) modeSIMVCPAPApnea back-up
ventilation

The LTV-Series of Ventilators all look, act, and, feel alike with the exception of
which controls and features are installed in each model. The following list is unique
to this model.

Pressure control

Volume control

Pressure support

Flow-Triggering

Inspiratory & Expiratory hold

Leak Compensation

Multiple power source

non-invasive ventilation

NPPV mode

Spontaneous Breathing trail

Patient presets (infant, Pediatric & internal PEEP)

PEEP compensation

User-replaceable internal battery

Low PEEP alarm

Low pressure 02 inlet

Get the User Manual Here 
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CareFusion LTV 1200
CareFusion LTV 1200

Product Specifications

Benefits

Internal Turbine eliminates need for compressed air

Makes system portable and versatile

Variety of power options

Wall Power, Battery, or Automobile Adapter

Dimensions

BareWith Caps

Height3 inches (8 cm)3.25 inches (8.4 cm)

Width10 inches (25 cm)10.5 inches (27 cm)

Depth12 inches (30 cm)13.5 inches (38 cm)

Weight

Bare13.4 lbs (5.83 kg)

With Caps14.5 lbs (6.5 kg)

Power indicators

External power: Green(Full Power), Amber(Low Power)Charge status: Flashing
Amber(Pretest), Green(Charge Complete), Amber(Charging), Red(Charger or
Battery Fault)Battery level: Green(Acceptable), Amber(Low), Red(Critically Low)

https://triumphmed.com/shop/carefusion-ltv-1200/


Monitors and Indications

Peak inspiratory pressure:0 to 120 cmH2O

Mean airway pressure:0 to 99 cmH2O

PEEP:0 to 99 cmH2O

Total breath rate:0 to 250 bpm

Airway pressure display:-10 to 108 cmH2O

Inhale/Exhale ratio:99:1 to 1:99

Calculated peak flow:10 to 100 lpm

Patient effort:Green LED

Alarms

Disconnect/sense lineLow and lost external powerLow and empty internal
batteryVentilator inoperative Red LED, audible alarm

Apnea interval10 to 60 seconds

High pressure limit5 to 100 cmH2O

Low peak pressure Off1 to 60 cmH2O

Alarm volume60 to 80 dBA at 1 meter

Alarm silence/reset60 seconds

Power Cord

Biomed replaceable 2.75 m (9 ft)

Extended Features

NPPV (Non-Invasive Positive Pressure Ventilation) modeSIMVCPAPApnea back-up
ventilation

The LTV-Series of Ventilators all look, act, and, feel alike with the exception of



which controls and features are installed in each model. The following list is unique
to this model.

Pressure control

Volume control

Pressure support

Flow-Triggering

Inspiratory & Expiratory hold

Leak Compensation

Integral 02 blender

02 flush

02 cylinder duration

High pressure & low pressure 02 inlet

Multiple power source

Non-invasive ventilation

NPPV mode

Spontaneous Breathing trail

Patient presets (infant, Pediatric & internal PEEP)

PEEP compensation

User-replaceable internal battery

Low PEEP alarm

02 conserve

Click here for the User Manual
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CareFusion ReVel
CareFusion ReVel

The ReVel ventilator empowers you to quickly initiate ventilation from
the street, to the stretcher, and across the continuum of care.

User interface is based on LTV® series platform, providing ease-of-use and
reduced training time

Weighing only 9 1/2 pounds, the ReVel ventilator moves easily with the
patient in transport

Small size and ergonomic design allows for ease-of-mounting in ground
and air emergency transport vehicles

From the initial point of emergency ventilation to the ER, no manual
ventilation and no disconnection of the patient circuit, just a continuously
ventilated patient

Information Feedback

Spontaneous Breathing Trial (SBT) evaluates the patient and gives
caregivers the information to make informed decisions about patient
weaning

Integrated Pulse Oximeter allows monitoring of SpO2 and pulse rate
eliminating a monitor, especially during transport

Familiar Pulmonetics control and technology integrated into a touch screen
reduces training time and improves ease of use

Integrated monitoring and clinical tools assist you with managing your
patients

https://triumphmed.com/shop/carefusion-revel/


The Latest Technology

The patented ActivCore™ gas delivery system gives you critical care in a
small, portable package

Blower delivers 180LPM of flow at 100cmH2O

SBT option speeds liberation from invasive ventilation while reducing the
risks

Automatic leak compensation, up to 30lpm, provides patient comfort and
proper flow control throughout Non-Invasive operation

PalmTop™ Ventilator Docking Station

The docking station easily mounts by pole or on the wall. Strategic placement
throughout your facility provide a means to both power/charge the unit, and
download data. Through the dock or through Smart Card technology all patient
record of use may be transfered to/from the unit. The VOXP communication
protocol links the unit to monitoring and HIS systems.

Controls and Indicators

Airway Pressure display: Tracks airway pressure breath by breath

Display window for notifications, alarm messages and configuration menus

Exit button for Extended Features

Select button for patient setup, entering Extended Features and manual
scrolling through monitored values

Displays alarms for Low Ppeak, High Pressure, Low FIO2, Low Ve

Optional Pulse Oximeter provides efficient integrated monitoring

Highlighted controls are active — Dimmed controls are inactive

Power, scroll knob, power status, control lock, maneuvers, manual breath
and alarm silence/reset at your fingertips



Get the User Manual Here 

Hospira (Abbott) Plum A+
Product Specifications

Dimensions

8″ H x 8″ W x 6″ D, excluding pole clamp

Weight

9.5 lbs. with battery

Casing

High-impact plastic

Delivery Rate Range

Lines A & B:

0.1-99.9 ml/hr in 0.1 ml increments100-999 ml/hr in 1 ml increments

Concurrent Delivery

0.5 ml/hr minimum for each line

http://docs.wixstatic.com/ugd/5f22b7_bf1c745759894f0c81117aff4922f7d1.pdf
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Plum Set

500 ml/hr cumulative (A+B) maximum

KVO

1.0 ml/hr or the last primary delivery rate, whichever is less

VTBI Range

0.1-99.9 ml in 0.1 ml increments100-9999 ml in 1 ml increments

Electrical Power Requirements

120V, 50-60 Hz, 35VA

Fuses

F1, F2, 250V, 0.5A

Power Cord

Hospital Grade AC Cord 10 ft long

Battery

One sealed lead acid, rechargeable 6V battery, internal



Battery Life

With a new fully charged battery, the infuser shall operate for a minimum of 6
hours at 125 ml/hr or less, or deliver 500 ml at 126 ml/hr or greater on one line.

Recharge

The battery charges whenever the pump is connected to AC power.  The recharge
time is approximately 6 hours with the device operating at 125 ml/hr on one line.

Physio  Control  Lifepak  12
Defibrillator
The  Lifepak12  Biphasic  defibrillator/monitor  series  provides  therapeutic  and
diagnostic functions in a single small device designed for both out-of-hospital and
hospital  users. Innovative platform design provides ease of use and the flexibility
to add new features and enhancements at a future date.

Fast,  safe  and  effective  defibrillation  and  pacing  therapy  is  delivered  through
single function keys. The Selector knob allows easy input of events and patient
demographics and facilitates navigation through menu options.

In AED mode, the LIFEPAK 12 defibrillator/monitor series utilizes the Physio-Control
field proven Shock Advisory System to advise operator when it detects a shockable
rhythm.  In  manual  mode,  the  LIFEPAK  12  defibrillator/monitor  series  features
simple  1-2-3  operation  of  synchronized  cardioversion.

Large LCD display allows 1, 2 or 3 ECG channels to be viewed simultaneously, with
up to 8 seconds of cascading ECG.

Pulse oximetry is available with Nellcor C-LOCK ECG synchronisation for timing
pulse oximetry measurements with ECG signal.

https://triumphmed.com/shop/physio-control-lifepak-12-defibrillator/
https://triumphmed.com/shop/physio-control-lifepak-12-defibrillator/


The optional LifePak 12 AC Power Adapter (sold separately) provides line power as
well as battery charging capability.

Respironics Trilogy 100
Respironics Trilogy 100

Simplicity

Light, versatile, and easy to use, the Triligy 100 offers clinicians and patients one
of life’s greatest qualities – simplicity. Whether at home or alternative-care sites,
the Trilogy 100 portable volume and pressure support ventilator with BiPAP
technology is made for adult and pediatric (>5kg) use.

Two Circuit Options

Interchangeable passive and active exhalation porting blocks give clinicians the
flexiblility to choose the best circuit and interface available for patients. Its internal
Peep, combined with a single limb circuit, creates an uncomplicated application.

Passive Exhalation Porting Block

Uses a single BiPAP circuit with Whisper Swivel II or a mask with an
integrated leak

Is compatable with pressure and volume ventilation modes

Passive Exhalation Porting Block

Uses a single limb circuit with a proximal pressure line and active
exhalation valve.

https://triumphmed.com/shop/respironics-trilogy-100/


Is compatable with pressure and volume ventilation modes

Portability

Trilogy 100 was designed with maximum portability in mind

Only weighs 5kg or 11lbs

Has 3 hour internal battery and 3 hour detachable battery

Able to connect to an external lead acid battery

Data Management

As with many of our products, The Trilogy 100 comes equipped with an SD Data
card to allow clinical evaluation of use and patient progress.

Get the Quick Start Guide Here 

Respironics Trilogy 202
Respironics Trilogy 202

Simplicity

Light, versatile, and easy to use, the Trilogy 202 offers clinicians and patients one
of life’s greatest qualities – simplicity. Whether at home or alternative-care sites,
the Trilogy 202 is both a volume-control & pressure-control ventilator for invasive
and noninvasive ventilation. Versatile breath delivery and setup options provide
greater continuity of care.

http://docs.wixstatic.com/ugd/5f22b7_87e83fc91b644500b78eeb2fd69d628b.pdf
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Three Circuit Options

The Trilogy 202’s new universal porting block gives you the flexibility to choose
from three different circuit configurations and provide the best available option for
the patient.

Active Flow

Uses a single limb circuit with active exhalation valve and proximal flow
sensor.

Flow triggering

Exhaled Tidal volume measured.

Leak compensation on/off.

Active with PAP

Uses a single limb circuit with active exhalation valve and proximal airway
pressure line.

Proximal flow sensor

Inhaled Tidal volume measured.

Passive Circuit

Uses a single limb circuit with passive exhalation port or mask with an
integrated leak.

Autotrak or flow triggering options

Exhaled Tidal volume estimated.

Compatible with pressure and volume modes



Portability

Trilogy 202 allows freedom of movement.

Only weighs 5.6 kg or 12.4 lbs

Has 3 hour internal battery and 3 hour detachable battery

Has integrated carrying handle for convenient handling during intra-
hospital transports

Data Management

A secure digital (SD) card stores historical ventilatory data so that you
can review treatment trends using DirectView software.

• Breath-by-breath waveforms

• Short-term and long-term trends

• Statistics and usage patterns

Key Advantages

Internal O2 blender

Innovative leak compensated volume control ventilation

Supports active and passive circuits for invasive and noninvasive
ventilation

ICU-grade NIV performance with enhanced safety and monitoring

Treatment for a wide range of clinical severities and patients from pediatric
to adult



Auto-Trak improves synchrony

The Auto-Trak algorithm improves patient-ventilator synchrony by adjusting to
changing breathing patterns and dynamic leaks. The auto-adaptive triggering,
cycling, and leak adjustments may help reduce the time clinicians spend adjusting
thresholds and re-fitting masks.

Leak compensation

The Trilogy 202 has the unique ability to compensate for leaks in both pressure
and volume control modes. This allows the use of simpler passive circuits, which
may save time and reduce costs.

Optional Accessories Available

Carrying case

Roll-around stand

Zoll PD 1400 Defibrillator
The easy-to-use Zoll  PD 1400 is  perfect  for  hospitals,  small  offices,  and transport
use. It’s a tough, water-resistant machine, which offers users an impressive range
of features. In addition, it’s capable of using multi-functioning electrodes, as well
as typical defibrillator paddles and pacing electrodes.

Other features

Large CRT display monitor
Multifunction electrodes
Space saving design, weighing 13 pounds

https://triumphmed.com/shop/zoll-pd-1400-defibrillator/


Superior Battery Technology


